Water main

Two 19 mm DIA tie rods

PLAN

900 mm MIN
funless directed
otherwise)

Property
line

Foce of curb

Cost iron
valve box
aond |1d

&
Length of lower
barrel to suit

trench depth
6.8 kg
Asphaltic felt

0.17 Cubic meter
MIN gravel
pocket

150 mn Pipe
300 mm x 300 mm x 100 mm MIN
Concrete block Mechanical joint

with tie rod lugs

ELEVATION
TYPE A

150 mm Gote valve (flonge
by mechanical joint)

NOTES

L.

~

Water main

Two 19 mm DIA
tie rods

PLAN

900 mm MIN
(unless directed
otherwise)

Property
Iine

Face of curb

Length of lower
barrel to suit
trench depth

6.8 kg

Valve box

Varies

Asphaltic felt Water
main
0.17 Cubic meter
MIN gravel i
pocket Hub and flonge costing

300 mm x 300 mm x 100 mm MIN

Concrete block Auxillary

gate valve
ELEVATION
TYPE B

Steel tie rods fo be heavily coated
with asphalt ofter installation.

Restrained joints may be substituted
for tie rods.

Surfoce of ground within 900 mm
of hydrant shall be smooth.

ALL DIMENSIONS ARE IN MILLIMETERS
UNLESS OTHERWISE NOTED

HYDRANT SETTING
TYPES A AND B



